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IN THE SPECIFICATION 

Please replace paragraph [0028] on page 8 of the Specification with the following 
paragraph: 

[0028] In order to make it possible to use the data correctly* the personal 

maintenance station has an access and usage module J5 for the health record, although 
this will not be described in any further detail in this patent specification. The 
components of this module are used to process and filter the data in the health record, to 
process the data for commercial traffic in accordance with the contract with health 
service partners and brokers for these services, and to make the data secure. Details 
relating to this are included in the parallel application relating to e-commerce with health 
data. 



Please replace paragraph [0029] beginning on page 8 and continuing on page 9 of 
the Specification with the following paragraph: 

[O029] The remote activity controller has a passive mode in which it is used 

purely passively for acquisition recording and storage of data* There is no need for a data 
link to the maintenance station or to health service providers for this purpose. This is 
done at some other better point in time. In contrast to this, an active mode is desired for 
dialog purposes, with a bidirectional data link 3. 14 . to the maintenance station, and from 
there or directly to the health service providers via Internet 16 , The dialog instructions 
and multiple choice questions are passed via the backward channel to the control module 
30, and form there to the control outputs 1 7 and 25. The backward channel may also be 
used to maintain and to calibrate the appliances remotely. For situations such as these, it 
is envisaged that the label reader 9 will be designed to be bidirectional, and that the labels 
can likewise receive signals. This is the situation, for example, when a label is in the 
form of an infrared interface or a radio interface. 

Please replace paragraph [0031] on page 9 of the Specification with the following 
paragraph: 
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[0031 ] figures 3 and 4 in this case show how the appliance can be used as a label 

reader or as a scanner. An output, which is associated with a printer, for labels 29 which 
are produced in the appliance is shown at 28 (see Figure 2^ a nd may, for example, be 
stuck onto external appliances, or may be used in conjunction with a paper-based label 
album as shown in Figure 5. This shows a series of labels which have been stuck on or 
have been inserted into corresponding pages, from which the user can scan in the 
appropriate contract partner simply by placing the remote activity controller according to 
the invention on it, with the labels for this contract partner then at the same time being 
displayed on the display, in order that a dialog can subsequently be set up with the 
appropriate partner by radio. The scanning process activates the service for which the 
entered information data or subsequent information data is intended, for example credit 
cards 31, information services, health services, in which case the^e may be 
telecommunications services, advice services, doctors, restaurants, etc, as well as delivery 
addresses, authorizations 32, etc* 
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